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PRESS RELEASE. AEQ NEW PRODUCTS FOR NAB 2009 
Booth N5429, April 20 th-23th  
 
CELEBRATING ITS 30 ANNIVERSARY AEQ RELEASES NEW AUD IO AND 
COMMUNICATIONS EQUIPMENT FOR RADIO AND TELEVISION 
BROADCASTING 
�

TITAN - 5120 X 5120 HIGH SPEED DIGITAL AUDIO ROUTER  

The TITAN BC 2000 D Router / Concentrator is a high speed, high capacity (5120 x 5120 audio 
channels) digital audio router and concentrator.  TITAN is designed to serve as the audio switching 
"core" in critical systems.  It is equipped with five, bi-directional optical fiber ports which use “non-
blocking” architecture.  Each port is capable of connecting up to 1024 channels. As with the rest of the 
BC 2000 D, the control system is based upon the TCP/IP architecture. Communication with its two 
controller boards working in “cluster mode” provide control interface access via a single virtual IP.  

 

Audio connections are made within the BC 2000 D system by means of the five bi-directional fiber-
optic ports, and are directly compatible with the BC 2213 High Speed Router Linking module.  This 
unique design allows 1024 x 1024 audio channel sub-routers to be interconnected, creating a much 
higher audio channel concentration (up to 5120 X 5120), while still maintaining the non-blocking 
characteristics.  

System maintenance is a snap – all elements of the concentrator are hot-swappable, so work can be 
done in a timely and efficient manner without removing the equipment from the rack. The hinged front 
panel is removable, allowing easy access to the two redundant switching power supplies. 
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OPERA – ANALOG ON AIR CONSOLE 

In 1987 AEQ introduced its first audio mixer for broadcast, and during 20 years, AEQ has sold 
thousands of consoles, spanning a total of nine different models.  Each console provided reliability, 
unparalleled functionality, and superb sound quality.  
 
OPERA’s logical configuration and distribution of controls allows the operator to easily and quickly 
master its functionality. The automatic disconnect, signaling, etc. simplify the operator’s workload. 
 

 
 
 
OPERA´s modularity allows to configure console to the user's specific requirements (up to 17 different 
channels). In the standard configuration, console’s microphone / line modules are equalized, and can 
easily be upgraded by adding new modules. Of special note is the digital telephone hybrid and its 
frequency extension and multiplex functionality.  
 
OPERA’s design allows quick and easily replacement of modules in just minutes. And, its high quality 
electronic components insure a long MTBF. 
 
 
AM-04 – IN-RACK AUDIO MONITOR  
 
The AM-04 is AEQ’s newest and most feature rich audio monitor to date.  It is the perfect solution for 
monitoring audio in control VTR Rooms, OB Vans, Radio and Television Studios, Multimedia Systems 
– anywhere you need to monitor numerous audio signals, even those which are part of a video 
broadcast.  
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The AM-04 accepts 4 analog audio signals, has 2 pairs of AES digital audio outputs with an additional 
analog audio signal, and an SDI video embedded audio signal. In effect it acts as “un-embedder”, 
obtaining a composite video output, 4 analog audio outputs, and 2 AES-EBU pairs. The AM-04’s 
control system is simplicity itself – no menus to navigate.  Its single rotary controls and switches 
ensure simple and error-free operation. 
 
The AM-04 works in three ways – individual left and right high frequency, with common low 
frequencies, has a headphone output, and sports 2 pairs of tri-color peak VU meters, each with 26 
LEDs, and a phase control between each pair of VU meter bars. You can also set the ballistics - 
scales are provided for 6 different types of audio measurements in accordance with current standards.  
 
 
AEQ MAR4SUITE PRO. RADIO AND TV AUDIO AUTOMATION SY STEM 
 
AEQ launched its first automation system in 1994 and has recently completed the development of its 
third generation.  The new architecture has been built around the Microsoft SQL Server database 
engine, and incorporates other complementary functions to maximize broadcast and data security.  
Moreover, many new features have been included, some of which were requested by users, such as a 
MIX-Editor that lets its users graphically mix sound on the playlist itself, and a multitrack editor. 
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PHOENIX IP AUDIO CODEC FAMILY 
 
On the base of more than 15 years of experience as portable codecs manufacturer, AEQ developed 
PHOENIX MOBILE as audio platform for IP communications. Now the family is completed, with 
PHOENIX STUDIO for stationary applications. 
 
PHOENIX STUDIO is an IP audiocodec, in a single 1 U rack-mountable case, with stereo analogue 
and digital inputs and outputs and universal power supply (90-250V AC). The PHOENIX also has two 
slots for inserting optional communication modules: POTS/PSTN, ISDN... Indeed the modular 
approach of the PHOENIX means that future modules can be easily developed depending upon 
market preferences. X21/V35 interfaces are provided by default in the standard configuration, and 
USB connector allows to integrated and external cell phone like gateway for 3G/GSM 
communications. 

 
 
PHOENIX STUDIO, in addition to the main programme and return, can simultaneously provide a 
backup (or coordination) channel utilising the optional communication modules, because its included 
in just 1 RU two independent audiocodecs. 
 
PHOENIX STUDIO has been designed to ensure interoperability with both present and future AEQ 
and third-party equipment. Therefore it is equipped with a great variety of encoding formats and can 
easily be upgraded to other formats as the market matures. 
 

 
Other new products launched recently: 
 
ARENA Digital Console for Radio and TV 
 
The ARENA comes custom built with presets, page swapping, easy maintenance, a flexible monitoring 
selection system, programmable keys per channel and other important innovations. NOW AVAILABLE 
IN NEW BLACK ELEGANT FINISH. 
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BRAVO Analog ON AIR Console  
BRAVO console was designed to offer professional technology and features; it delivers the highest 
sound quality while working 24 hours a day 7 days a week at an affordable price suitable for small and 
medium sized radio stations. 4 mic/line channels, 8 dual stereo lines and 2 telephone hybrids 
integrated by default in the standard configuration. 
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PAW 120 Digital Field Recorder  
The PAW features marked improvements such as: built-in speakers, operation with standard AA 
batteries, linear audio recording capable, connecting as a Windows external drive, built-in Mic, 
optional stereo and XLR adapter for microphone. NOW AVAILABLE WITH 2GB MEMORY. 
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AEQ will also be exhibiting the current product line: 

�
¨  Portable and rack mountable audio codecs for ISDN AEQ Eagle, AEQ Course, AEQ TLE-02 D,  and   
       AEQ MPAC-02, digital telephone hybrid AEQ TH 02  
¨  Digital audio routers AEQ BC 2000 D and AEQ IMPACT 
¨  LIVE and ARROW series, for Outside Broadcasts and remote links via VHF and UHF 
¨  LISTENER 8 Channel Multiple AM/FM Radio Receiver for recording and monitoring. 

 
For more information, please email us at aeqsales@aeq.es or call +34 91 686 1300 asking for the 
detailed Press Releases for each new product or view and download brochures from www.aeq.eu  
 
From the USA, call (954) 581-7999, toll free 800 728 0536 or email us at sales@aeqbroadcast.com or 
visit our website at www.aeqbroadcast.com   
 


